
212   |   www.qlight.com

SEAL

66

6040

SEALR

/ , 

SEA series 150mm / 

LED , 

-
 : 60~80 /min

(SEALR/ SEAL/ SEAS/ SEA)

SEAL LED /

/ , 
LED

, 
IP66

 : MUNSELL No. 7.5BG 7/2 
 : 

 : - , -PC, -Al, -SUS316L, -PC/
   - ABS

 : IECEx, ATEX, NEPSI, KIMM, KOSHA, ABS, CCS, KR
 :

   IECEx - Ex d C T6 Gb, IP66 
   ATEX -      2G Ex d C T6, IP66
   NEPSI, KIMM, KOSHA - Ex d C T6, IP66

amb

 ×1.5, M25×1.5
ATEX
IECEx

SEAL

DC12V 0.182A
    

   

  

 
 

4.87kg
 R-
 A-
 G
 B-

DC24V 0.163A 4.87kg

AC110V 0.044A 5.25kg

AC220V 0.022A 5.25kg

SEALR LED 
LED , 
 : 120~140RPM

SEALR

DC12V 0.183A
    

   

  

 
 

5.33kg
 R-
 A-
 G
 B-

DC24V 0.127A 5.33kg

AC110V 0.035A 5.74kg

AC220V 0.017A 5.74kg



www.qlight.com   |   213

SEAS

66

6040

SEA

SEA series 150mm /

SEA

DC12V 1.155A G23 15S 17
    

   

  

 
 

5.36kg
 R-
 A-
 G
 B-

DC24V 0.766A G23 15S 18 5.36kg

AC110V 0.204A G23 15S 17 5.75kg

AC220V 0.102A G23 15S 17 5.75kg

, 
 : 120~140RPM 

SEA 

SEAS

DC12V 1.001A

200V 
-550V

EUB0641
-1A(G)

U
48

    

   

  

 
 

5.39kg
 R-
 A-
 G
 B-

DC24V 0.616A 5.39kg

AC110V 0.133A 5.35kg

AC220V 0.106A 5.35kg

, 
, 

 : 60~80 /min

SEAS 

 (  : mm)

SEALR/ SEAL/ SEAS/ SEA

Ø167

28
7

172

14
1

85
10

154

13
4

32

CABLE ENTRY 1/2″ NPT 

4-Ø8.5 FITTING HOLES 134

15
4

SEA - 220 - R
| | |

SEALR
SEAL
SEAS 
SEA

12-DC12V
24-DC24V
110-AC110V
220-AC220V

 R-
 A-
 G-
 B-


